
Pneumatic Insulation Technology

No. Quantity Article Art. No.

1× Endoscope camera for cavity inspection
(2 lenses)

11054

1× Endoscope camera for cavity inspection
(3 lenses)

11136

1

1

1

Measuring devices: Endoscope camera for cavity inspection
Endoscope for cavity inspection with one front and up to two side cameras. The switch for selecting the respective camera is 
integrated in the cable. Audio recording is possible via the built-in microphone. Simple operation, several menu languages can be 
selected.

  Video and image recording
  Image resolution: 1080P Full HD
  Video resolution: 720P HD
  Light source: LED light
  Screen: 4.5 inch color screen
  Protection class camera probe: IP67
  Protection class screen unit: IP45
  Memory: 32GB Micro SD card
  Battery: 2,500mAh rechargeable

The endoscope is especially suitable for the internal 
control and inspection of:

  Insulation in hollow brick walls / cavity wall insulation 
  beam and wood constructions
  Building renovations
  Heating and ventilation systems
  sanitary installations
  castings
  Rock drilling

Productdetails

Applications

Prices on request · Status 11.2022 · Errors and omissions excepted · PDF at www.x-floc.com/download
X-Floc Dämmtechnik-Maschinen GmbH | Rosine-Starz-Straße 12 - 71272 Renningen | Phone + 49 - 7159 - 80470 - 30 - Fax - 40 | www.x-floc.com

Version with 2 lenses (Art. No. 11054)

Version with 3 lenses (Art. No. 11136)
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